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Typ 
Nom. cooling 

capacity 
(kW)  

Flow  
 (m3/bar) 1 

Pressure  
(bar) 1 

Dimensions 
(L x W x H) 

Weight 
air cooled 

(kg) 

Weight 
water cooled 

(kg) 

weco 15.1 15,5 4,2 4,7 1.000 x 1.630 x 2.000 mm  405 365 

weco 24.1 24,0 6,3 4,9 1.000 x 1.630 x 2.000 mm  447 399 

weco 35.1 36,0 6,3 4,9 1.000 x 1.630 x 2.000 mm  505 480 

weco 48.1 48,5 15,1  5,0 1.000 x 2.450 x 2.000 mm  771 616 

weco 59.1 60,5 15,1  5,0 1.000 x 2.450 x 2.000 mm 825 627 

weco 71.1 72,0 15,1 5,0 1.000 x 2.450 x 2.000 mm 842 645 

weco 85.1 96,0 22,0 5,4 1.220 x 3.100 x 2.150 mm 1.333 1.096 

weco 100.1 118,5 22,0 5,4 1.220 x 3.100 x 2.150 mm  1.413 1.181 

weco 120.1 136,5 30,0 5,5 1.220 x 3.100 x 2.150 mm   1.497 1.270 

weco 145.1 146,0 53,5 4,5 1.750 x 3.825 x 2.420 mm  2.230  2.085 

weco 170.1 172,0 53,5 4,5 1.750 x 3.825 x 2.420 mm  2.475 2.112 

weco 190.1 197,5 53,5 4,5 1.750 x 3.825 x 2.420 mm  2.530 2.144 

weco 230.1 230,0 53,5 4,5 1.750 x 4.625 x 2.420 mm  2.700 2.215  

weco 250.1 257,0 84,0 4,5 1.750 x 4.625 x 2.420 mm  2.750 2.288 
weco 300.1 321,0 84,0 4,5 1.750 x 4.625 x 2.420 mm  3.250 2.670 

Subject to technical modification without notice!1) Standard pump / Process pumps with higher capacities for weco Z series optionally 

The most important data at a glance 

More options for  
exact temperature control 
•	Redundant/ Frequency-controlled operating pump 

•	Heat exchanger for heat recovery 

•	Flexible connection to an air duct system 

•	Outside installation kit 

•	Interfaces (serial interface, Profibus,  
	 Profinet, Ethercat and external contact  
	 interfaces) 

•	Special voltage 

•	Analogue fill level monitoring from  
	 external tank 

•	Axial fans operating in parallel with  
	 pressure-depending speed control and energy- 
	 efficient EC motors 

•	Moveable version 



Efficient technotrans temperature controllers 

The proven weco series has been upgraded by the instal-
lation of a user-friendly touchscreen with new integrated 
functions. 

By a light touch on symbols on the start page useful 
functions like temperature control, pressure control etc. 
can be selected. Due to the modular controller design an 
expansion with an uniform operating concept is possible 
for all components. In order to supplement the  
operational safety, maintenance intervals and advice 
are indicated in clear text on the service page. 

Easy operation  
with touch screen 

Temperature input  
and temperature display 
The clear temperature trend display allows a process eva-
luation by visualisation of temperature differences for a 
freely selectable period of time. 

The actual process evaluation is effected by the direct 
comparison of set and actual vaues with alphanumeric 
display and graphically by means of a thermometer. So 
with a simple glance it can be checked whether the re-
quested temperature has been reached. 

Pressure control  
Visualisation of the pressure control allows a quick  
evaluation of the cooling circuit. By means of the option 
„service module“ the temperatures in the cooling circuit 
can be displayed as well. 
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Tailor-made  
compact chillers 

Various production processes, individual 
customer demands, national regulations and 
specific standards in different industrial sectors 
present a large number of requirements to the 
technical design of a water chiller. In close co-
operation with customers of various industrial 
branches a new machine concept in modular 
design has been created over serveral deca-
des. 

One major strength of our company is our 
know-how in cooling technology by means of 
which we can convert thermal process requi-
rements into constructive solutions in order to 
design tailor-made solutions for our customers 
with a high level of vertical integration. 

Our experts will be pleased to advise you in the 
implementation of your requirements.  

Design versions:  
•	Low-temperature chillers 

•	Chillers with integrated temperature  
	 control circuit 

•	Split type chillers 

•	Explosion-proof chillers 

•	Compact, high-performance chillers 

›	Chillers with integrated temperature control circuit  
	 for temperatures of the medium from -30 °C to +90 °C 

›	Customised low-temperature chiller  
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technotrans solutions GmbH  
Scherl 10 · D-58540 Meinerzhagen 
Tel. +49 2354 7060-0 · Fax +49 2354 7060-150 
info-solutions@technotrans.de · www.technotrans.de 


